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Specification : 

 

TYPE UNIT SMD-P16 

◆Min. Sound Output at 10cm dB 70 

Rated Voltage Vp-p 3 

Operating Voltage Vp-p 1~25 

Resonant Frequency Hz 4000 

◆Max. Rated Current mA 3 

Capacitance at 1kHz pF 14000±30% 

Operating Temperature ℃ -30～+70 

Storage Temperature ℃ -40～+85 

Material  LCP 

Weight  g 1.2 

◆ Value applying at (rated voltage,4000Hz,1/2 duty square wave)  

 

 

Dimensions : 

(Unit: mm) 
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Testing Method : 

 

 
 

 

  

Typical Frequency Response Curve : 

 

 

 

 

 

 

 

Picture : 
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Reliability Test : 
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Recommended Temp.Profile for Reflow Oven (Fig.1): 

 

 

Profile Feature Pb-Free Assembly 

Average ramp-up rate(TL to Tp) 3℃/second max. 

Preheat   

 -Temperature Min.(Tsmin) 150℃ 

-Temperature Min.(Tsmax) 200℃ 

-Temperature Min.(ts) 60～180 seconds 

Tsmax to TL  

-Ramp-up Rate 3℃/second max. 

Time maintained above:  

 - Temperature(TL) 217℃ 

 -Time(TL) 60～150 seconds 

Peak temperature(Tp) 250℃+0/-5℃ 

Time within 5℃of actual Peak temperature (tp) 6 seconds max. 

Ramp-down Rate 6℃/second max. 

Time 25℃ to Peak Temperature 8 minutes max. 
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Packing : 

 

 


